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Features
■ Latest 40KHz IGBT inverter frequency technology
■ MIG/MAG with Gas and Gasless capabilty

- Unique Smart Set™ system for solid Mig Wire
- Soft Start
- Wire Inch
- Excellent welding with CO2 gas
- Spool Gun connection

■ MMA function (stick electrode)
- VRD (Voltage Reduction Device)
- Hot start (improves electrode starting)
- Adjustable Arc Force (adjusts arc energy to suit electrode 

application)
■ DC-TIG

- Lift Arc ignition (prevents tungsten sticking during arc ignition)
- Enhanced TIG functionality with adjustable Down Slope
- Gas Solenoid operation via Euro Tig Torch Connection
- 2/4T Trigger Control

■ Generator compatible (recommend 9.5kVA minimum)
■ Tolerant to variable power supply

RAZORWELD MIG205SS

Product Code: XA-MIG205SS-K
Standard Package includes: XA-MIG205SS Machine, XA24 Mig Torch x 3m, Earth Lead & Arc Lead 25mm x 4m, Argon Regulator

Overview
The Razor-MIG205SS is a high-quality inverter multifunction welder with Smart-Set™ a unique semi-synergic operating system for MIG 
welding with 0.8 & 0.9mm solid wires. With Smart Set™ simply select the wire diameter & gas type from the Smart-Set™ dial and start 
welding. You can adjust your wire-speed to suit the conditions and the Smart-Set™ system automatically matches the voltage to suit, 
ensuring excellent results every time. The flexibility of Smart-Set™ also allows the operator to make fine adjustment of the voltage to 
personalise the arc characteristic. The MIG function provides Gas and Gasless wire capability and the latest 40KHz inverter technology at 
the heart of the machine delivers simply outstanding arc characteristics and performance. The Razor-MIG205SS is also Spoolgun-Ready 
and allows simple connection of the XASP24 Spoolgun for use with soft or very thin wires that often don’t have the column strength to 
successfully feed through standard Mig Torches, such as aluminium wire. The Lift-Arc DC-TIG function delivers perfect arc ignition every 
time and a remarkably smooth stable arc produces high quality TIG welds. Increased DC-TIG functionality includes adjustable Down 
Slope & Post Gas, made possible via use of a Euro-Connect Tig Torch. The MMA welding capability delivers easy welding with electrodes 
producing high quality welds including cast Iron, stainless steel and low hydrogen. The Razor-MIG205SS is such an easy to use and highly 
versatile machine it makes it an ideal choice for both the novice right through to the professional welder.
Designed and built to our specification and manufactured in compliance to AS/NZ60974-1.

Technical Data
Power Supply	 240V 1-Phase ±15%
Rated Input Power	 9.4 kVA 
I ieff	 as per AS/NZ60974-1	 15.0 Amps 
I Max			  39.0 Amps 
Output Current Range MIG  	 30A/15.5V - 200A/24.0V 
Output Current Range TIG  	 10A/10.4V - 200A/18.0V
Output Current Range MMA 10A/20.4V - 200A/28.0V
Duty Cycle @ 40°C as per AS/NZ60974-1	 20% @ 200 Amps MIG

35% @ 200 Amps TIG
15% @ 200 Amps MMA 

Duty Cycle @ 25°C (approximate)	 45% @ 200 Amps MIG
65% @ 200 Amps TIG 
35% @ 200 Amps MMA

Power factor		  0.70
Protection Class	 IP21S
Insulation Class	 F
Wire Spool Capacity	 5 Kg (Ø 200mm)
Wire Diameter Range (mm)	 0.6, 0.8, 0.9, 1.0, 1.2
Dimensions (LxWxH)	 470 x 190 x 380mm
Weight					 18.0 Kg
Certification Approval	 AS/NZ60974-1

RAZORWELD MIG205-SS
MIG/TIG/STICK - 200 Amp DC Inverter Welder
Welds: Steels, Stainless, Cast Iron, Bronze, Aluminium, Copper	

RazorWeld

Optional machine accessories, Spool Guns, Push Pull Torches, 
Tig Torch Kits available - refer page 38-43

 XA-MIG205SS 
Standard Package 

With Smart Set™ Operating System


